
 



 

 

JOLIE cushions 

Simple design, comfortable touch of the material and soft color palette - JOLIE cushions 
give pleasure for all your senses.  

 
Cushions made out of our woollen upholstery fabric JOLIE are great for accommodation 
and work environments. The cover is removable, it can be dry cleaned or washed at 30 

degrees gentle wash. 
 

 
 
 
 
 
 

 

 
 

COLOR 
SIZE 

 26 X 43 cm 
SIZE 

 43 X 43 cm 
SIZE 

60 x 60 cm 
 cover cushion cover cushion cover cushion 

green 
natural white pattern 

2120112 2120112 4120112 4120112 6120112 6120112 

natural white, 
 green pattern 

2120112b 2120112b 4120112b 4120112b 6120112b 6120112b 

beige, 
natural white pattern 

2120113 2120113 4120113 4120113 6120113 6120113 

natural white,  
beige pattern 

2120113b 2120113b 4120113b 4120113b 6120113b 6120113b 

lime, 
light blue pattern 

2120114 2120114 4120114 4120114 6120114 6120114 

light blue, 
 lime pattern 

2120114b 2120114b 4120114b 4120114b 6120114b 6120114b 

dark blue,  
turquoise pattern 

2120115 2120115 4120115 4120115 6120115 6120115 

turquoise,  
dark blue pattern 

2120115b 2120115b 4120115b 4120115b 6120115b 6120115b 

red,  
black pattern 

2120116 2120116 4120116 4120116 6120116 6120116 

black,  
red pattern 

2120116b 2120116b 4120116b 4120116b 6120116b 6120116b 

black, 
brown pattern 

2120117 2120117 4120117 4120117 6120117 6120117 

brown,  
black pattern 

2120117b 2120117b 4120117b 4120117b 6120117b 6120117b 

 
 

60% wool CS  40% polyester, FR 
Dry clean / gentle wash 30° 

 
Standard sizes: 43x26cm - 43x43cm - 60x60cm 
Filling:  polyesterfiber or filling foam groat (FR) 

 

You can also choose woollen Sammal or Saana for your cushion. 
For projects we offer customized colors and products.  

JOLIE cushions are designed and produced in Finland. 
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SL 1    IMO FTPC Part 9 

Abrasion res: 57000 Martindale   SFS-EN ISO 12947-2 

Color fastness, light  6 (scale 1-8)   EN ISO 105-B02(1999) + AM(2002) 

Color fastness, abrasion  4-5 (scale 1-5)  SFS-EN ISO 105-X12 

 


